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Maxi-WATA

Installation, Maintenance and Storage

Maxi-WATA KIT CONTENT
1 power transformer 24V 30A
1 WataBlue kit
(residual chlorine measurement)

1 WataTest kit
(measurement of active chorine concentration)

The Maxi-WATA device uses electroly-
sis to produce a concentrated solution of 
active chlorine from salt water. It is 
designed to produce between 50 and 180 
litres of concentrate each time.
It operates using 110V or 220V 
alternating current. 

1 Maxi-WATA
Height: 65 cm
Weight: 4kg

STORAGE MAINTENANCE

Preparation of the acid in proportions of 1/10

Keep in a dark place, away from light Ventilate areaINSTALLATION AND SET UP

Wear safety gloves and goggles

1. The device should only be used by adults. Carefully read the user guide.
2. The chlorine concentrate is not dangerous. Rinse with clean water in case of accidental contact with the solution. Do not inhale.
3. The concentrate should be stored in opaque, clean, labelled and tightly sealed glass/plastic containers, out of the reach of children.
4. Never use a metallic container for the procedure.
5. Keep away from sparks or flames.
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• It is strongly advised that a current regulator is 
installed between the source of the current and 
the 24V 30A power transformer. Ensure that the 
system is checked by a qualified electrician.

• When using a diesel (or other) generator, the 
minimum power recommended is 3kW.

• When running the system, keep the power 
supply off the floor and away from the electroly-
ser (due to steam and humidity)

• Do not change the settings button. The system 
has been pre-set for the correct power for this 
application. 

Store the chlorine concentrate in a clearly labelled, tightly 
sealed, opaque container, indicating the production date. 
Leave the container out of the reach of children. Keep away 
from light! 

Over time, a white deposit (chalk) can appear on the electrodes.To clean them, use either dilute hydrochloric acid (HCl) 
or dilute sulphuric acid (H2SO4). 

1 - Pour 27 litres of water into a plastic container. Slowly add 3 litres of concentrated acid stirring all the time.
ATTENTION NEVER POUR WATER INTO THE ACID, ALWAYS POUR ACID INTO THE WATER. 

2 - Leave the Maxi-Wata electrolyser to soak for several hours. The Maxi-Wata must not be connected to the power 
supply during cleaning. Do not rub the electrodes. After the chalk deposits have disappeared, rinse with clean water 
before using again.

3 - Note the number of times the acid has been used for cleaning, on the label of the acid container. (The dilute acid 
can be used for 15 cleaning cycles). After 15 cycles the remaining acid can be disposed of simply, without any risk of 
pollution, by digging a hole in the ground,  pouring in the acid and covering with earth.

Keep away from light!

Away from light, chlorine concentrate will keep for 4 weeks 
with no degredation.

Wear safety gloves and goggles
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